XYPEX PROJECT SPECIFICATIONS & SCHEMATIC DRAWINGS

STANDARD CONSTRUCTION JOINT DETAILS

Not subject to hydrostatic pressure
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Reinforcing continuous Nominal 2” x 4” (50 mm x 100 mm)
through joint. or 2” x 6” (50 mm x 150 mm)

key centered in joint.

Subject to hydrostatic pressure

Reinforcing continuous Nominal 2” x 4” (50 mm x 100 mm)
through joint. or 2” x 6” (50 mm x 150 mm)
key centered in joint.

------ CONCENTRATE SLURRY COAT M CONCENTRATE DRY-PAC

WALLS AND SLABS

@ Joint Waterproofing: Clean joint thoroughly. Between pours, apply Xypex
Concentrate slurry to joint surfaces at the rate of 2.0 Ib./sq. yd. (1.0 kg/m?).

@ Scaling Strip: Clean pre-formed groove thoroughly. Apply Xypex
Concentrate slurry to groove at the rate of 1.5 Ib./sg. yd. (0.8 kg/m?).
Fill groove with Xypex Concentrate Dry-Pac and pack tightly. Pre-formed
groove may be offset to either side of joint.

Schematic diagram shows Xypex application only and does not depict the
standard requirements for waterstops or expansion joint sealants.

The specifier can consider the alternative use of Xypex Dry Shake or Xypex
Admix, where applicable.

Refer to Standard Specifications for further information.



